
RAPID
TAC

RAPIDTAC APPLICATION FLUID is a “super-wet”
liquid which cleans the substrate surface and makes
the application of even the largest of pressure sensitive
markings simple, allowing the correct positioning
before �nal placement.
4 oz with sprayer ..........................................$4.50
32 oz with sprayer .....................................$11.95
1 gallon without sprayer .........................$35.35

RAPIDTAC WATER SOLUBLE ADHESIVE REMOVER
removes glue left on surface after removing decals or
�lm. Works on painted surfaces, some plastics and
other surfaces. Not recommended for anodized
�nishes.
32 oz with sprayer .......................................$19.95
1 gallon without sprayer ...........................$55.50

RAPIDPREP is a water-based non-�ammable wash
solvent for preparing surfaces for painting. Totally
removes silicone, wax, grease & oil safely. Especially
useful on plastic auto parts.
1 Quart .......................................................$11.50
1 gallon .......................................................$29.75

This pleasant smelling bio-degradable formula contains
no toxic petroleum distillates, no chlorinated
hydrocarbons, no alcohol, no ethylene, no caustics, no
acids or pollution causing ingredients. Do NOT use on
styrene plastics. When using on sealed masonry
surfaces, test on inconspicuous area to make certain it
will not remove seal.

4 oz spray . ........................................................5.50Gallon . .............................................................55.00

A concentrated, safe, easy to use product for the
application of vinyl graphics. Eliminates bubbles and
allows repositioning of vinyl graphics during install-
ation. 8 �uid ounces makes one gallon of ready to
use application �uid.
1/2 Pint .......................................................$24.25

DO NOT clean any substrate with
glass cleaners, paint solvents,
(prep-sol, pre-cleno, etc.). Just
clean substrate with: Rapid Tac
Application Fluid, Rapid Tac II
Application Fluid, or for stubborn
jobs like silicone, wax, grease or
oil, clean with Rapid Prep. All 3
products were built to clean
leaving no contaminating residue.

DO USE kitchen type paper towels
and Rapid Tac products to clean
prior to application of vinyl or �lms
ONLY!

RAPIDTAC APPLICATION FLUID II has the same
bene�ts as RAPIDTAC, but also allows wet applic-
ation of polyesters, re�ectives, and metallized 
�lms. Improves bonding on economy type vinyls.
32 oz .........................................................$14.95
1 gallon .....................................................$42.50
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RECOMMENDATION:

ADHESIVE REMOVER

TRANSFER SOLUTION
CONCENTRATE APPLICATION FLUID

APPLICATION FLUID II

SPLASH

1. Thoroughly clean panels with Rapid Tac
and kitchen paper towel. Do not use other
cleaners or solvents nor cloth towels or
commercial paper towels.

1. Remove decal with heat lamp or heat gun.

2. Now spray glue residue with Rapid
Remover and let it penetrate for 30-60
seconds.

3. Using squeegee, scrape to remove glue
residue.

4. Now spray Rapid Remover on rag or
paper towel and wipe area clean.
5. Thoroughly rinse area with Rapid Tac or
Rapid Tac II

2. Spray panels again with Rapid Tac. Peel
backing o�decal and place on wet panel.
You may also spray adhesive side of decal
(See �g. 2)

3. Align decal. Use the squeegee to remove
�uid, using a good deal of pressure and
working from the center out toward the
edges in all directions. (See �g. 3)

4. Wait 2-3 minutes. If decal has cover tape
saturate it with Rapid Tac, then remove the
tape. Wipe with paper towel and your
application is complete. (See �g. 4)
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ADHESIVE
REMOVERS

For “wet” applications • Rapid Tac II
for other than Premium Vinyls.

Adhesive remover,
works in 60 seconds.
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    QUICK STICK APPLICATION FLUID 
Improves adhesion tack in cold weather applications down to
15o F  (-10oC) on a variety of fleetmarking surfaces. 
         Quarts - 13.50                      Gallons - 35.85
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click here for demonstrations




